4"-10" INSULA

TION
2"-21/2" VENEER CONC.\ \

/6" STRUCTURAL CONC.

EXTERIOR

INTERIOR

WELDED WIRE MESH
REINFORCEMENT

CONC. TIE PER STRUCT. /

\ CONC. REINFORCEMENT

THREADED REBAR FERRULE

PER STRUCT.

[ SLAB ON GRADE ASSEMBLY

C.I.P. SLAB ON GRADE
10 MIL VAPOR BARRIER

8"-12" INSULATION PER ENERGY MODEL
COMPACTED SUB GRADE

1.
L
SHOWN DASHED 2 i ACOUSTICAL SEALANT
& 14 ] APPLIED TO CONC. WALL
¢ } \ | PRIOR TO SLAB POUR
- _ _ _ [N il : — —— - - -
- M'N. 2% SLOPE 1 N N } ’ I : . = o :;ii::;f{/ — — —
- ﬁ, } Jinaaas gl =
( 1*._ o’::::: 3
\ = ;q‘:_,, - :i::i: O‘ 2
FOAM BACKER ROD o | =< o E
| s B «
| g o %3
\ < o) a O
\ - — &
| N o>
| o ) °F
| - o0
PANEL SHIMS T
STRIP FOOTING W/ — | — —_ | J &
REINFORCEMENT ‘\ @ | N
PER STRUCT. /
4" DIA. PERFORATED —_—— —
DRAIN SET IN 10" —— S
GRAVEL TRENCH W/ | —— FLUID APPLIED
FILTER FABRIC CAPILLARY BREAK AT
10" PER STRUCT. 10" T.0. FOOTING

DETAIL 1A
INSULATED FOOTING TYPE A (SECTION)
1II = 1I_0II

\1 Monolith

T.0. SLAB
O_OII


https://monolithsystems.ca/

	Sheets
	DETAIL 1A - INSULATED FOOTING TYPE A (SECTION)


